
Aircra  Grade Rivets

Spring Loaded 4th Gel Clip

Gel Clip 1.8 mm Thick

Barrel 1.5 mm Thick

Innova ve Yoke Locking Device

PG11 Strain Relief with UL, CSA, VDE Approval

Rolled Lip on Focus Hole

Safety Wire

Yoke Smooth Surface 32 mm Wide

Supplied with Oct. or Sq. Color Frame

The classic and func onal form of ParCans have been established in the 
Rock’n Roll world.  Kupo ParCan is manufactured from high quality spun 
aluminum for maximum durability. Black and silver are standard colors, 
and other colors are available when specify on the order. 
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PAR CAN
PARCAN 64/56

Par 64 is manufactured by using GX-16D base lampholder for mains voltage lamps up to 1,000 wa s. 
It is fi ed with a color frame as standard. Each unit comes with a 72 cm silicon cable.

Part Number

PAR-64LB
PAR-64LP
PAR-64LB-UL
PAR-64LP-UL
PAR-64FB
PAR-64FP
PAR-64CB
PAR-64CP
PAR-64SB
PAR-64SP
PAR-56LB
PAR-56LP
PAR-56LB-UL
PAR-56LP-UL
PAR-56SB
PAR-56SP

Descrip on

Par 64 longnose with color frame, 72cm silicon cable
Par 64 longnose with color frame, 72cm silicon cable
Par 64 longnose with color frame, 1M ST 18AWG/3C cable, UL listed
Par 64 longnose with color frame, 1M ST 18AWG/3C cable, UL listed
Par 64 floorcan with color frame, 72cm silicon cable
Par 64 floorcan with color frame, 72cm silicon cable
Par 64 color changer lantern with color frame, 72cm silicon cable
Par 64 color changer lantern with color frame, 72cm silicon cable
Par 64 shortnose with color frame, 72cm silicon cable
Par 64 shortnose with color frame, 72cm silicon cable
Par 56 longnose with color frame, 72cm silicon cable
Par 56 longnose with color frame, 72cm silicon cable
Par 56 longnose with color frame, 1M ST 18AWG/3C cable, UL listed
Par 56 longnose with color frame, 1M ST 18AWG/3C cable, UL listed
Par 56 shortnose with color frame, 72cm silicon cable
Par 56 shortnose with color frame, 72cm silicon cable 

Color

Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver

Weight (kg)

1.79
1.79
1.79
1.79
1.34
1.34
1.98
1.98
1.50
1.50
1.39
1.39
1.39
1.39
1.23
1.23

Par 64 Long Nose Par 64 Short Nose Par 56 Long NosePar 64 Floor Spot Par 56 Short Nose



PARCAN 46 / 36

The standard Par 46 / 36 comes without lampholder
base and cable unless you specify when place
the order. Longnose with E27 base is with 50cm
silicon cable. It is fi ed with a color frame as
standard.

PAR CAN
PARCAN 38

Par 38 lanterns are manufactured by using the 
E27 base wired with SJ 18AWG/3C one meter 
cable with Edison plug for mains voltage lamps 
up to 150 wa s. It meets UL and cUL 
requirement.

Part Number

PAR-46LB
PAR-46LP
PAR-46LB/E27
PAR-46LP/E27
PAR-38XB-UL

PAR-38XP-UL

PAR-36LB
PAR-36LP
PAR-36SB
PAR-36SP
PAR-30LB
PAR-30LP
PAR-20LB
PAR-20LP

Descrip on

Par 46 longnose with color frame, without socket and cable
Par 46 longnose with color frame, without socket and cable
Par 46 longnose with color frame, E27 socket with 50cm silicon cable
Par 46 longnose with color frame, E27 socket with 50cm silicon cable
Par 38 shortnose with color frame, E27 socket with SJ 18AWG/3C 
cable and Edison plug, UL listed
Par 38 shortnose with color frame, E27 socket with SJ 18AWG/3C 
cable and Edison plug, UL listed
Par 36 longnose with color frame, without socket and cable
Par 36 longnose with color frame, without socket and cable
Par 36 shortnose with color frame, without socket and cable 
Par 36 shortnose with color frame, without socket and cable
Par 30 longnose with color frame, E27 socket, 3C 50cm silicon cable
Par 30 longnose with color frame, E27 socket, 3C 50cm silicon cable
Par 20 longnose with color frame, E27 socket, 3C 50cm silicon cable 
Par 20 longnose with color frame, E27 socket, 3C 50cm silicon cable

Color

Black
Silver
Black
Silver
Black

Silver

Black
Silver
Black
Silver
Black
Silver
Black
Silver

Weight (kg)

0.91
0.91
0.97
0.97
0.62

0.62

1.26
1.26
1.21
1.21
0.40
0.40
0.24
0.24

ent.

Par 46 Long Nose Par 46 Short Nose Par 36 Long Nose Par 38 Short NosePar 36 Short Nose
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PARCAN 30/20

Par 30 and 20 are manufactured by
using E27 or medium base
lampholder for mains voltage lamps 
up to 150 wa s.

PAR CAN
PARCAN 16

Par 16 lantern is suitable for use 
with MR16 range of 12 volt lamps 
and GZ10 range of 230V lamps.

PARCAN 11

Par 11 is a short nose lantern
using E11 socket with color
frame but lamp and transformer
are not supplied.are not supplied.

Part Number

PAR-30LB
PAR-30LP
PAR-20LB
PAR-20LP
PAR-20LB/GU10
PAR-20LP/GU10
PAR-20SB
PAR-20SP
PAR-16LB
PAR-16LP
PAR-16LB/E17
PAR-16LP/E17
PAR-16LB/GZ10
PAR-16LP/GZ10
PAR-16SB
PAR-16SP
PAR-11B
PAR-11S

Descrip on

Par 30 longnose with color frame, E27 socket, 3C 50cm silicon cable
Par 30 longnose with color frame, E27 socket, 3C 50cm silicon cable
Par 20 longnose with color frame, E27 socket, 3C 50cm silicon cable
Par 20 longnose with color frame, E27 socket, 3C 50cm silicon cable
Par 20 longnose with color frame, with GU10 socket
Par 20 longnose with color frame, with GU10 socket
Par 20 shortnose with color frame, E27 socket, 50cm silicon cable
Par 20 shortnose with color frame, E27 socket, 50cm silicon cable
Par 16 longnose with color frame, MR16 socket, 2C lead wire 25cm 
Par 16 longnose with color frame, MR16 socket, 2C lead wire 25cm
Par 16 longnose with color frame, E17 socket, 2C lead wire 25cm
Par 16 longnose with color frame, E17 socket, 2C lead wire 25cm 
Par 16 longnose with color frame, GZ10 socket 3C 50cm silicon cable
Par 16 longnose with color frame, GZ10 socket 3C 50cm silicon cable
Par 16 shortnose with color frame, MR16 socket, 2C lead wire 25cm
Par 16 shortnose with color frame, MR16 socket, 2C lead wire 25cm
Par 11 shortnose with color frame, MR11 socket, 2C lead wire 25cm
Par 11 shortnose with color frame, MR11 socket, 2C lead wire 25cm 

Color

Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver
Black
Silver

Weight (kg)

0.40
0.40
0.24
0.24
0.29
0.29
0.29
0.29
0.19
0.19
0.19
0.19
0.19
0.19
0.19
0.19
0.18
0.18

Par 30 Long Nose Par 20 Short NosePar 20 Long Nose Par 16 Long Nose Par 16 Short Nose Par 11 Short Nose
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PAR CAN

PAR64 Accessories

PAR-64C-B
PAR-64C-P
BDR-64B
BDR-64P
ADJ-64B
ADJ-64P
BP-64B
BP-64P
RF-64
RF-64M
PS-64
ES-01
ES-01SC
ES-02

Par 64 color frame, Black
Par 64 color frame, Silver
Par 64 4-leaf barndoor, Black
Par 64 4-leaf barndoor, Silver
Par 64 safety lamp adjuster, Black
Par 64 safety lamp adjuster, Silver
Par 64 blanking plate, Black
Par 64 blanking plate, Silver
Par 64 raylight reflector, trailing lead type
Par 64 raylight reflector, mogul socket type
Parsafe
Par 64 EMEP socket
Par 64 EMEP socket with 72cm silicon cable
Par 64 top off ceramic socket

PAR56 Accessories

PAR-56C-B
PAR-56C-P
BDR-56B
BDR-56P
ADJ-56B
ADJ-56P
RF-56
RF-56M
PS-64
ES-01
ES-01SC
ES-02

Par 56 color frame, Black
Par 56 color frame, Silver
Par 56 4-leaf barndoor, Black
Par 56 4-leaf barndoor, Silver
Par 56 safety lamp adjuster, Black
Par 56 safety lamp adjuster, Silver
Par 56 raylight reflector, trailing lead type
Par 56 raylight reflector, mogul socket type
Parsafe
Par 56 EMEP socket
Par 56 EMEP socket with 72cm silicon cable
Par 56 top off ceramic socket

PAR46 Accessories

PAR-46C-B
PAR-46C-P
BDR-46B
BDR-46P
RF-46
RF-46M

Par 46 color frame, Black
Par 46 color frame, Silver
Par 46 4-leaf barndoor, Black
Par 46 4-leaf barndoor, Silver
Par 46 raylight reflector, trailing lead type
Par 46 raylight reflector, mogul socket type

PAR38 Accessories

PAR-38C-B
PAR-38C-P

Par 38 color frame, Black
Par 38 color frame, Silver

PAR36 Accessories

PAR-36C-B
PAR-36C-P

Par 36 color frame, Black
Par 36 color frame, Silver

PAR30 Accessories

PAR-30C-B
PAR-30C-P
BDR-30B
BDR-30P

Par 30 color frame, Black
Par 30 color frame, Silver
Par 30 4-leaf barndoor, black
Par 30 4-leaf barndoor, silver

PAR20 Accessories

PAR-20C-B
PAR-20C-P
BDR-20B
BDR-20P

Par 20 color frame, Black
Par 20 color frame, Silver
Par 20 4-leaf barndoor, black
Par 20 4-leaf barndoor, silver

PAR16 Accessories

PAR-16C-B
PAR-16C-P
BDR-16B
BDR-16P

Par 16 color frame, Black
Par 16 color frame, Silver
Par 16 4-leaf barndoor, black
Par 16 4-leaf barndoor, silver

PAR11 Accessories

PAR-11C-B
PAR-11C-P

Par 11 color frame, Black
Par 11 color frame, Silver

Par 64 Color  Changer Latern version, Par 64 TUV 
listed version, and Par 64/56/38 UL, cUL listed 
version are available.

Noted Par 20 w/GZ10 socket, recommend lamp 
230V/75W (Sylvania Hi-Spot/ES63). 
Noted Par 16 w/GZ10 socket, recommend lamp 
230V/50W (Sylvania Hi-Spot/ES63).
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PAR CAN
4-Leaf Barndoor for ParCan 
Lightweight,compact size, foldable blade & adjustable direcƟon
four-leaf barndoor available for whole ParCan series. Standard
is black finish. Orther finishes are available.
* Prior to purchasing barndoor, please noƟce the discrepancy as
ParCan dimension might vary by different supplies. 

PS-64 Parsafe for Par 64/56
It is with high temperature resistance, 
which offers great benefits to can.
1. Provide safe operaƟon when lamp is installed
2. Double electric insulaƟon (excluding socket)

Raylight for PAR64, 56 and 46. It is 
anodized finish. Available in trailing 
lead and mogul socket types.

Socket for Par 64/56
1. ES-01 EMEP socket
2. ES-01SC EMEP socket with 72cm silicon cable
3. ES-02 Top off ceramic socket

ES-01 ES-01SC ES-02

Adjuster  for PAR64 and PAR56

ADJ-64 (Rear)ADJ-64 (Front)
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